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Construction site: 
Forest management

Machine:
MECALAC 714MW

Driver: 
Jakob Loferer

Accessories used:
Harvester 

▲ ROAD OR FOREST WORK 

Company:
AMLUK GmbH
Oberaudorf

Sales representative: 
Jens Schubert

Workforce:
4 employees 
in the forestry sector

Dealer:
Scholz Baumaschinen
+ Baugeräte GmbH
Treuen
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IT DOESN’T ALWAYS HAVE TO BE 
A ROAD – THE 714 MW TACKLES
TREES AS WELL

▲ Rising energy costs and the limited
supply of non-regenerating combustible
materials have in the last 5 to 10 years
encouraged research into all types of
alternative energy supplies. One 
substitute material with favourable 
energy and environmental qualities as
well as a 100 % re-growth rate is the
oldest combustible known to man:
wood. 
Jakob Loferer, owner and managing
director of Amluk GmbH, a company
specialised in analytical measurement
technology located in Oberaudorf, is
familiar with this subject. A few years ago
he decided to purchase a plot of land of
approximately 1,000 ha close to the

town of Cottbus. Although initially solely
intended to be used as a hunting reser-
ve, he soon recognised the enormous
potential of exploiting the existing forest.
This potential ranges from timber and
wood chip processing right up to a 
state-of-the-art fuel production plant. 
Reliable and economical as usual, a
Mecalac 714 MW, normally an 
allrounder for road and civil engineering
work, is used here for tree felling. It has
proven to be an excellent base machine
for the Keto 51 harvester. This 350 kg
tree and branch cut-ting machine
requires some basic features, in 
particular engine power, oil flow rate,
work pressure and load capacity. With its

The sturdy rigid frame ensures excellent vehicle stability 
of the 714 MW. In order to increase the support surface 
in particular on soft ground it is possible to equip the machine
with a slider and stabilisers.
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87 kW (118 HP) Deutz turbo diesel 
engine, the 714 MW is not only perfectly
equipped for this task, its weight class is
another decisive advantage. The load-
sensing hydraulic system ensures a
load-independent flow rate distribution
and thus simultaneous pre-control of all
functions no matter how much power is
required. This means that the 160 l/min.
flow rate required by the harvester as
well as a work pressure of 210 bar are
no problem for the 714 MW and cause
no delay during swivel movements. The
load capacity requirements depend, of
course, on the maximum tree weight
which the Keto 51 can handle and 
which according to the manufacturer is
700 kg. As the trees to be processed are
not always located close to the paths
and therefore often not easily acces-
sible, the 714 MW with its 2,400 kg load
capacity in the almost horizontal position
is perfect for this task. Another impor-
tant advantage of the 714 MW is its
sturdy rigid frame construction ensuring
excellent vehicle stability. In order to
increase the support surface in particu-
lar on soft ground it is possible to equip
the machine with a slider and stabilisers.
When driving the 714 MW mostly on
soft forest ground, Jakob Loferer 

especially appreciated its excellent 
off-road qualities thanks to the swing-
suspended front axle as well as its
manoeuvrability and ground-friendly 
drive qualities thanks to the four-wheel
steering with creep speed. Furthermore,
the hydrostatic drive with its POWER-
SHIFT gearbox enables a maximum
road speed of  35 km/h between forest
areas. When using the harvester, Jakob
Loferer highly appreciates the hydraulic
lateral offset of the jib on both sides of up
to 2,300 mm from the machine axis.
This facilitates precise gripping of the
tree trunks. He doesn’t need many
words to say that he is thoroughly plea-
sed with his machine,: „The 714 really is
a good one!“
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The 350 kg tree 
and branch 
cutting tool 
referred to as 
harvester requires 
particular basic 
features from its 
base machine 
regarding engine
power, oil flow rate,
work pressure and
load capacity.
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From time to time, Jakob
Loferer swaps his office 
chair for the comfortable 
seat with hydraulic 
suspension in the 714 MW.
His comment: „The 714 really
is a good one!“

<

As the trees to be processed are not always located close 
to the paths, the 714 MW with its 2,400 kg load capacity 
in the almost horizontal position is perfect for the task.
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